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________________________________________________________________________________ 

AmeriServ Supply manufactures and distributes a comprehensive line of ANSI- and 
ISO-standard carbide turning inserts for metalworking applications, featuring grades 
and chipbreakers for high-speed machining of materials from steels and cast irons to 
high temperature alloys.  As a complement to the high-performance offering, we 
offer this line of legacy turning inserts comprised of the tried and true chip control 
configurations and proven grades that machinists have relied on for years.  With 
everyday value pricing and quality and service that can’t be beat, AmeriServ Supply 
is the perfect source for turning inserts. 
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As a vertically integrated company, AmeriServ Supply controls each of its 
manufacturing processes from start to finish.  Using advanced quality assurance 
methods and continuous improvement concepts guarantees that each product 
meets a customer's exact specifications.   
 
Short production lead times, quality-focused manufacturing processes, and 
flexibility in new product design and tooling production make AmeriServ Supply a 
preferred choice for strategic partnerships.   
 
Call today to see how AmeriServ Supply can improve your bottom line. 
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Grade / Application Area Description Microstructure 

   

CP2020 
 

Semi-finishing to 

Roughing 

 

CP2020 is the perfect general purpose grade for medium speeds 

and feeds.  Works well in interrupted to semi-finishing cuts on 

carbon and alloy steels.  Based on a hard, cobalt-enriched 

substrate, CP2020 has a multi-layered MT-CVD gold coating to 

provide excellent thermal, wear, and mechanical shock resistance.   

 

P   STEEL 

   

CP025 
 

Semi-finishing to 

Roughing 

 

CP025 is an uncoated alloyed grade for general purpose 

machining of carbon and alloy steels.  Good balance of wear 

resistance and toughness.  Designed for medium cutting speeds 

and feed rates with medium interrupted cuts. 

 

P   STEEL 

   

CP2035 
 

Roughing,  

Interrupted Cuts 

 

CP2035 has a very tough, cobalt-enriched substrate with a four 

layer MT-CVD coating of TiN, TiC, TiCN, and TiN.  Designed for 

general purpose machining and roughing of carbon and alloy 

steels at low to medium speeds and medium to high feed rates.  

Can withstand severe interruptions. 

 

P   STEEL 

   

CP2 
 

Semi-finishing to 

Roughing 

 

CP2 is an uncoated, unalloyed grade with good abrasive wear 

resistance.  Designed for medium to rough turning of cast iron, 

non-ferrous materials, and high temperature alloys. 

 

 

K 

 

N 

 

S 

  

   

CP4120 
 

Roughing 

 

CP4120 has a very hard, unalloyed substrate with a MT-CVD black 

aluminum oxide coating.  CP4120 is the first choice for roughing 

of all cast irons. 

 

K   CAST IRON 
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Grade Application Reference 
 

P 

Alloy Steels 
Application High Speed Finishing Medium Roughing – Heavy Roughing 

ISO Classification - P10 P20 P30 P40 P50 

Coated Carbide 

      

Uncoated Carbide 

      

 

K 

Cast Irons 
Application High Speed Finishing Medium Roughing – Heavy Roughing 

ISO Classification - K10 K20 K30 K40 K50 

Coated Carbide 

      

Uncoated Carbide 

      

 

N 

Non-ferrous Materials 
Application High Speed Finishing Medium Roughing – Heavy Roughing 

ISO Classification - N10 N20 N30 N40 N50 

Uncoated Carbide 

      

 

S 

High-temperature Alloys 
Application High Speed Finishing Medium Roughing – Heavy Roughing 

ISO Classification - S10 S20 S30 S40 S50 

Uncoated Carbide 

      

        

Chipbreaker Reference 

Chipbreaker Description Chipbreaker Range Design 

 

xNG, xPG 
 

  • Smooth chip formation 

  • Wide application range 

  • Low cutting forces with high edge strength 

  • Excellent all around performance 
 

 

 
 

K N S 

 
 

FL 
 

 

  • Low cutting forces 

  • Excellent chip control at small depths of cut 

  • Smooth cutting action without burrs 

  • Excellent workpiece surface finish  

 

 

 

 

P   STEEL 
 

PL 
 

 

  • High-performance general purpose chipbreaker 

  • Versatile cutting with wide application range 

  • First choice for low-speed machining of alloy steel 

  • Negative land geometry for increased stability 

 

 

 

 

P   STEEL 

 

KL 
 

 

  • Tried and true performance in cast iron 

  • Strong edge with free cutting action 

  • Extremely broad application range 

  • Stable cutting action under difficult conditions 

 

 

 

 

K   CAST IRON 

 

C P 2 0 2 0 

C P 2 0 3 5 

C P 0 2 5 

C P 4 1 2 0 

C P 2 

C P 2 

C P 2 
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CNMA-KL 

 

  

 

Most popular shape / style of insert.  All-purpose turning, 

facing, and boring. 

 

KL: Strong cutting edge, especially for cast iron.  CP2 grade 

is unhoned for finishing, and CP4120 is honed for roughing 

applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) CAST IRON 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

4
1

2
0

 

  

CNMA 422-KL CNMA 120208-KL 1/2 1/8 1/32 .203 .018 - .219 .004 - .016 ★ ★   

CNMA 432-KL CNMA 120408-KL 1/2 3/16 1/32 .203 .020 - .219 .004 - .016 ★ ★   

CNMA 433-KL CNMA 120412-KL 1/2 3/16 3/64 .203 .031 - .219 .006 - .020 ★ ★   

CNMA 434-KL CNMA 120416-KL 1/2 3/16 1/16 .203 .040 - .219 .008 - .026 ★ ★   

CNMA 532-KL CNMA 160408-KL 5/8 3/16 1/32 .250 .020 - .297 .004 - .016 ★ ★   

CNMA 533-KL CNMA 160412-KL 5/8 3/16 3/64 .250 .031 - .297 .006 - .020 ★ ★   

CNMA 542-KL CNMA 160608-KL 5/8 1/4 1/32 .250 .020 - .297 .004 - .016 ★ ★   

CNMA 543-KL CNMA 160612-KL 5/8 1/4 3/64 .250 .031 - .297 .006 - .020 ★ ★   

CNMA 632-KL CNMA 190408-KL 3/4 3/16 1/32 .312 .020 - .359 .004 - .016 ★ ★   

CNMA 633-KL CNMA 190412-KL 3/4 3/16 3/64 .312 .031 - .359 .006 - .020 ★ ★   

CNMA 642-KL CNMA 190608-KL 3/4 1/4 1/32 .312 .020 - .359 .004 - .016 ★ ★   

CNMA 643-KL CNMA 190612-KL 3/4 1/4 3/64 .312 .031 - .359 .006 - .020 ★ ★   

CNMA 644-KL CNMA 190608-KL 3/4 1/4 1/16 .312 .040 - .359 .008 - .026 ★ ★   

 

Ordering Example: 20 pcs CNMA 543-KL CP4120 
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CNMG-PL 
 

  

 

Most popular shape / style of insert.  All-purpose turning, 

facing, and boring. 

 

PL: General purpose chipbreaker with wide application 

range.  Solid choice for low-speed machining of alloy steels. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) STEEL 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

0
2

5
 

C
P

2
0

2
0

 

C
P

2
0

3
5

 

 

CNMG 431-PL CNMG 120404-PL 1/2 3/16 1/64 .203 .016 - .187 .005 - .014 ★ ★   

CNMG 432-PL CNMG 120408-PL 1/2 3/16 1/32 .203 .020 - .187 .006 - .016 ★ ★ ★  

CNMG 433-PL CNMG 120412-PL 1/2 3/16 3/64 .203 .031 - .187 .007 - .018 ★ ★ ★  

CNMG 434-PL CNMG 120416-PL 1/2 3/16 1/16 .203 .040 - .187 .008 - .020 ★ ★ ★  

CNMG 542-PL CNMG 160608-PL 5/8 1/4 1/32 .250 .020 - .219 .006 - .016 ★ ★   

CNMG 543-PL CNMG 160612-PL 5/8 1/4 3/64 .250 .031 - .219 .007 - .018 ★ ★ ★  

CNMG 642-PL CNMG 190608-PL 3/4 1/4 1/32 .312 .020 - .266 .006 - .016 ★ ★ ★  

CNMG 643-PL CNMG 190612-PL 3/4 1/4 3/64 .312 .031 - .266 .007 - .018 ★ ★ ★  

CNMG 644-PL CNMG 190616-PL 3/4 1/4 1/16 .312 .040 - .266 .008 - .020 ★ ★ ★  

CNMG 866-PL CNMG 250924-PL 1 3/8 3/32 .358 .070 - 475 .010 - .030 ★ ★ ★  

 
Ordering Example: 20 pcs CNMG 432-PL CP2020 
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DNMA-KL 

 

  

 

Use for profile turning, copy turning, and semi-finishing.  

Can turn more complex shapes due to 55° included angle. 

 
KL: Strong cutting edge, especially for cast iron.  CP2 grade 

is unhoned for finishing, and CP4120 is honed for roughing 

applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) CAST IRON 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

4
1

2
0

 

  

DNMA 431-KL DNMA 120404-KL 1/2 3/16 1/64 .203 .012 - .203 .003 - .012 ★ ★   

DNMA 432-KL DNMA 120408-KL 1/2 3/16 1/32 .203 .016 - .203 .004 - .014 ★ ★   

DNMA 441-KL DNMA 120604-KL 1/2 1/4 1/64 .203 .012 - .203 .003 - .012 ★ ★   

DNMA 442-KL DNMA 120608-KL 1/2 1/4 1/32 .203 .016 - .203 .004 - .014 ★ ★   

 

Ordering Example: 20 pcs DNMA 442-KL CP4120 

 
 

DNMG-PL 
 

  

 

Use for profile turning, copy turning, and semi-finishing.  

Can turn more complex shapes due to 55° included angle. 

 
PL: General purpose chipbreaker with wide application 

range.  Solid choice for low-speed machining of alloy steels. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) STEEL 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

0
2

5
 

C
P

2
0

2
0

 

C
P

2
0

3
5

 

 

DNMG 423-PL DNMG 150312-PL 1/2 1/8 3/64 .203 .026 - .187 .007 - .018 ★ ★   

DNMG 431-PL DNMG 150404-PL 1/2 3/16 1/64 .203 .016 - .187 .005 - .014 ★ ★   

DNMG 432-PL DNMG 150408-PL 1/2 3/16 1/32 .203 .020 - .187 .006 - .016 ★ ★ ★  

DNMG 433-PL DNMG 150412-PL 1/2 3/16 3/64 .203 .031 - .187 .007 - .018 ★ ★ ★  

DNMG 441-PL DNMG 150604-PL 1/2 1/4 1/64 .203 .018 - .187 .005 - .014 ★ ★   

DNMG 442-PL DNMG 150608-PL 1/2 1/4 1/32 .203 .022 - .187 .006 - .016 ★ ★ ★  

DNMG 443-PL DNMG 150612-PL 1/2 1/4 3/64 .203 .034 - .187 .007 - .018 ★ ★ ★  

DNMG 532-PL DNMG 190408-PL 5/8 3/16 1/32 .250 .020 - .297 .006 - .016 ★ ★ ★  

DNMG 533-PL DNMG 190412-PL 5/8 3/16 3/64 .250 .031 - .297 .007 - .018 ★ ★ ★  

DNMG 542-PL DNMG 190608-PL 5/8 1/4 1/32 .250 .022 - .297 .006 - .016 ★ ★ ★  

DNMG 543-PL DNMG 190612-PL 5/8 1/4 3/64 .250 .034 - .297 .007 - .018 ★ ★ ★  

 
Ordering Example: 20 pcs DNMG 433-PL CP2020 
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RNMA-KL 

 

 
 

 

Strongest of all insert shapes.  Perfect for roughing 

applications with or without interrupted cutting conditions. 

 
KL: Strong cutting edge, especially for cast iron.  CP2 grade 

is unhoned for finishing, and CP4120 is honed for roughing 

applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) CAST IRON 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

4
1

2
0

 

  

RNMA 32-KL RNMA 090300-KL 3/8 1/8 - .150 .016 - .078 .007 - .020 ★ ★   

RNMA 33-KL RNMA 090400-KL 3/8 3/16 - .150 .016 - .078 .007 - .020 ★ ★   

RNMA 43-KL RNMA 120400-KL 1/2 3/16 - .203 .016 - .078 .015 - .022 ★ ★   

RNMA 53-KL RNMA 150400-KL 5/8 3/16 - .250 .016 - .078 .015 - .022 ★ ★   

RNMA 54-KL RNMA 150600-KL 5/8 1/4 - .250 .040 - .266 .018 - .026 ★ ★   

RNMA 63-KL RNMA 190400-KL 3/4 3/16 - .312 .016 - .078 .015 - .022 ★ ★   

RNMA 64-KL RNMA 190600-KL 3/4 1/4 - .312 .040 - .266 .018 - .026 ★ ★   

RNMA 84-KL RNMA 250600-KL 1 1/4 - .358 .040 - .266 .018 - .026 ★ ★   

RNMA 86-KL RNMA 250900-KL 1 3/8 - .358 .070 - .475 .030 - .040 ★ ★   

RNMA 106-KL RNMA 310900-KL 1-1/4 3/8 - .503 .100 - .500 .030 - .040 ★ ★   

 

Ordering Example: 20 pcs RNMA 64-KL CP2 
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RNMG-PL 
 

  

 

Strongest of all insert shapes.  Perfect for roughing 

applications with or without interrupted cutting conditions. 

 
PL: General purpose chipbreaker with wide application 

range.  Solid choice for low-speed machining of alloy steels. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) STEEL 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

0
2

5
 

C
P

2
0

2
0

 

C
P

2
0

3
5

 

 

RNMG 32-PL RNMG 090300-PL 3/8 1/8 - .150 .016 - .078 .007 - .020 ★ ★   

RNMG 43-PL RNMG 120400-PL 1/2 3/16 - .203 .016 - .078 .015 - .022 ★ ★ ★  

RNMG 64-PL RNMG 190600-PL 3/4 1/4 - .312 .040 - .266 .018 - .026 ★ ★ ★  

RNMG 84-PL RNMG 250600-PL 1 1/4 - .358 .040 - .266 .018 - .026 ★ ★ ★  

RNMG 86-PL RNMG 250900-PL 1 3/8 - .358 .070 - .475 .030 - .040 ★ ★ ★  

RNMG 106-PL RNMG 310900-PL 1-1/4 3/8 - .503 .100 - .500 .030 - .040 ★ ★ ★  

 
Ordering Example: 20 pcs RNMG 43-PL CP2020 
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SNMA-KL 

 

  

 

Excellent economy due to 8 cutting edges.  Strong insert 

shape.  Mainly for rough facing and chamfering. 

 
KL: Strong cutting edge, especially for cast iron.  CP2 grade 

is unhoned for finishing, and CP4120 is honed for roughing 

applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) CAST IRON 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

4
1

2
0

 

  

SNMA 322-KL SNMA 120208-KL 3/8 1/8 1/32 .150 .026 - .174 .007 - .020 ★ ★   

SNMA 332-KL SNMA 120408-KL 3/8 3/16 1/32 .150 .028 - .174 .007 - .020 ★ ★   

SNMA 422-KL SNMA 120208-KL 1/2 1/8 1/32 .203 .026 - .219 .007 - .020 ★ ★   

SNMA 432-KL SNMA 120408-KL 1/2 3/16 1/32 .203 .028 - .219 .007 - .020 ★ ★   

SNMA 433-KL SNMA 120412-KL 1/2 3/16 3/64 .203 .040 - .219 .008 - .022 ★ ★   

SNMA 434-KL SNMA 120416-KL 1/2 3/16 1/16 .203 .055 - .219 .009 - .026 ★ ★   

SNMA 543-KL SNMA 160612-KL 5/8 1/4 3/64 .250 .040 - .266 .008 - .022 ★ ★   

SNMA 544-KL SNMA 160616-KL 5/8 1/4 1/16 .250 .055 - .266 .009 - .026 ★ ★   

SNMA 548-KL SNMA 160632-KL 5/8 1/4 1/8 .250 .080 - .266 .012 - .036 ★ ★   

SNMA 632-KL SNMA 190408-KL 3/4 3/16 1/32 .312 .028 - .328 .007 - .020 ★ ★   

SNMA 633-KL SNMA 190412-KL 3/4 3/16 3/64 .312 .040 - .328 .008 - .022 ★ ★   

SNMA 634-KL SNMA 190416-KL 3/4 3/16 1/16 .312 .055 - .328 .009 - .026 ★ ★   

SNMA 644-KL SNMA 190608-KL 3/4 1/4 1/16 .312 .055 - .328 .009 - .026 ★ ★   

SNMA 866-KL SNMA 250924-KL 1 3/8 3/32 .358 .070 - .475 .010 - .030 ★ ★   

 

Ordering Example: 20 pcs SNMA 543-KL CP4120 
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SNMG-PL 
 

  

 

Excellent economy due to 8 cutting edges.  Strong insert 

shape.  Mainly for rough facing and chamfering. 

 
PL: General purpose chipbreaker with wide application 

range.  Solid choice for low-speed machining of alloy steels. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) STEEL 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

0
2

5
 

C
P

2
0

2
0

 

C
P

2
0

3
5

 

 

SNMG 322-PL SNMG 120208-PL 3/8 1/8 1/32 .150 .026 - .174 .007 - .020 ★ ★   

SNMG 323-PL SNMG 120408-PL 3/8 1/8 3/64 .150 .040 - .174 .008 - .022 ★ ★   

SNMG 432-PL SNMG 120408-PL 1/2 3/16 1/32 .203 .028 - .219 .007 - .020 ★ ★ ★  

SNMG 433-PL SNMG 120412-PL 1/2 3/16 3/64 .203 .040 - .219 .008 - .022 ★ ★ ★  

SNMG 434-PL SNMG 120416-PL 1/2 3/16 1/16 .203 .055 - .219 .009 - .026 ★ ★ ★  

SNMG 543-PL SNMG 160612-PL 5/8 1/4 3/64 .250 .040 - .266 .008 - .022 ★ ★ ★  

SNMG 544-PL SNMG 160616-PL 5/8 1/4 1/16 .250 .055 - .266 .009 - .026 ★ ★ ★  

SNMG 643-PL SNMG 190612-PL 3/4 1/4 3/64 .312 .040 - .328 .008 - .022 ★ ★ ★  

SNMG 644-PL SNMG 190608-PL 3/4 1/4 1/16 .312 .055 - .328 .009 - .026 ★ ★ ★  

SNMG 866-PL SNMG 250924-PL 1 3/8 3/32 .358 .070 - .475 .010 - .030 ★ ★ ★  

 
Ordering Example: 20 pcs SNMG 432-PL CP2020 
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TNMA-KL 

 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders. 
 

KL: Strong cutting edge, especially for cast iron.  CP2 grade 

is unhoned for finishing, and CP4120 is honed for roughing 

applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) CAST IRON 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

4
1

2
0

 

  

TNMA 222-KL TNMA 110308-KL 1/4 1/8 1/32 .089 .020 - .105 .004 - .016 ★ ★   

TNMA 321-KL TNMA 160304-KL 3/8 1/8 1/64 .150 .012 - .203 .002 - .012 ★ ★   

TNMA 322-KL TNMA 160308-KL 3/8 1/8 1/32 .150 .020 - .203 .004 - .016 ★ ★   

TNMA 323-KL TNMA 160312-KL 3/8 1/8 3/64 .150 .031 - .203 .006 - .020 ★ ★   

TNMA 324-KL TNMA 160416-KL 3/8 1/8 1/16 .150 .040 - .203 .008 - .026 ★ ★   

TNMA 331-KL TNMA 160404-KL 3/8 3/16 1/64 .150 .012 - .203 .002 - .012 ★ ★   

TNMA 332-KL TNMA 160408-KL 3/8 3/16 1/32 .150 .020 - .203 .004 - .016 ★ ★   

TNMA 333-KL TNMA 160412-KL 3/8 3/16 3/64 .150 .031 - .203 .006 - .020 ★ ★   

TNMA 334-KL TNMA 160416-KL 3/8 3/16 1/16 .150 .040 - .203 .008 - .026 ★ ★   

TNMA 431-KL TNMA 220404-KL 1/2 3/16 1/64 .203 .012 - .219 .002 - .012 ★ ★   

TNMA 432-KL TNMA 220408-KL 1/2 3/16 1/32 .203 .020 - .219 .004 - .016 ★ ★   

TNMA 433-KL TNMA 220412-KL 1/2 3/16 3/64 .203 .031 - .219 .006 - .020 ★ ★   

TNMA 434-KL TNMA 220416-KL 1/2 3/16 1/16 .203 .040 - .219 .008 - .026 ★ ★   

TNMA 438-KL TNMA 220432-KL 1/2 3/16 1/8 .203 .050 - .219 .016 - .044 ★ ★   

TNMA 542-KL TNMA 270608-KL 5/8 1/4 1/32 .250 .020 - .297 .004 - .016 ★ ★   

TNMA 543-KL TNMA 270612-KL 5/8 1/4 3/64 .250 .031 - .297 .006 - .020 ★ ★   

TNMA 544-KL TNMA 270616-KL 5/8 1/4 1/16 .250 .040 - .297 .008 - .026 ★ ★   

TNMA 548-KL TNMA 270632-KL 5/8 1/4 1/8 .250 .070 - .297 .016 - .044 ★ ★   

TNMA 666-KL TNMA 330924-KL 3/4 3/8 3/32 .312 .055 - .328 .012 - .036 ★ ★   

 

Ordering Example: 20 pcs TNMA 543-KL CP4120 
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TNMG-PL 
 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders 
 

PL: General purpose chipbreaker with wide application 

range.  Solid choice for low-speed machining of alloy steels. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) STEEL 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

0
2

5
 

C
P

2
0

2
0

 

C
P

2
0

3
5

 

 

TNMG 221-PL TNMG 110304-PL 1/4 1/8 1/64 .089 .016 - .109 .004 - .012 ★ ★   

TNMG 222-PL TNMG 110308-PL 1/4 1/8 1/32 .089 .020 - .109 .005 - .014 ★ ★   

TNMG 321-PL TNMG 160304-PL 3/8 1/8 1/64 .150 .014 - .156 .005 - .014 ★ ★   

TNMG 322-PL TNMG 160308-PL 3/8 1/8 1/32 .150 .018 - .156 .006 - .016 ★ ★   

TNMG 323-PL TNMG 160312-PL 3/8 1/8 3/64 .150 .028 - .156 .007 - .018 ★ ★   

TNMG 324-PL TNMG 160416-PL 3/8 1/8 1/16 .150 .036 - .156 .008 - .020 ★ ★   

TNMG 331-PL TNMG 160404-PL 3/8 3/16 1/64 .150 .016 - .156 .005 - .014 ★ ★   

TNMG 332-PL TNMG 160408-PL 3/8 3/16 1/32 .150 .020 - .156 .006 - .016 ★ ★   

TNMG 333-PL TNMG 160412-PL 3/8 3/16 3/64 .150 .031 - .156 .007 - .018 ★ ★   

TNMG 334-PL TNMG 160416-PL 3/8 3/16 1/16 .150 .040 - .156 .008 - .020 ★ ★ ★  

TNMG 431-PL TNMG 220404-PL 1/2 3/16 1/64 .203 .010 - .187 .005 - .014 ★ ★   

TNMG 432-PL TNMG 220408-PL 1/2 3/16 1/32 .203 .020 - .187 .006 - .016 ★ ★ ★  

TNMG 433-PL TNMG 220412-PL 1/2 3/16 3/64 .203 .031 - .187 .007 - .018 ★ ★ ★  

TNMG 434-PL TNMG 220416-PL 1/2 3/16 1/16 .203 .040 - .187 .008 - .020 ★ ★ ★  

TNMG 438-PL TNMG 220432-PL 1/2 3/16 1/8 .203 .070 - .187 .012 - .028 ★ ★ ★  

TNMG 443-PL TNMG 220612-PL 1/2 1/4 3/64 .203 .034 - .187 .007 - .018 ★ ★ ★  

TNMG 542-PL TNMG 270608-PL 5/8 1/4 1/32 .250 .022 - .268 .006 - .016 ★ ★ ★  

TNMG 543-PL TNMG 270612-PL 5/8 1/4 3/64 .250 .032 - .268 .007 - .018 ★ ★ ★  

TNMG 544-PL TNMG 270616-PL 5/8 1/4 1/16 .250 .042 - .268 .008 - .020 ★ ★ ★  

TNMG 548-PL TNMG 270632-PL 5/8 1/4 1/8 .250 .072 - .268 .012 - .028 ★ ★ ★  

TNMG 664-PL TNMG 330916-PL 3/4 3/8 1/16 .312 .042 - .328 .008 - .020 ★ ★ ★  

TNMG 666-PL TNMG 330924-PL 3/4 3/8 3/32 .312 .056 - .328 .010 - .024 ★ ★ ★  

TNMG 6612-PL TNMG 330948-PL 3/4 3/8 3/16 .312 .096 - .328 .018 - .036 ★ ★ ★  

 
Ordering Example: 20 pcs TNMG 543-PL CP2035 
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VNMA-KL 

 

 
 

 

Perfect for profiling and copy turning.  Not recommended 

for boring operations due to high negative rake of boring 

bar pocket. 
 

KL: Strong cutting edge, especially for cast iron.  CP2 grade 

is unhoned for finishing, and CP4120 is honed for roughing 

applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) CAST IRON 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

4
1

2
0

 

  

VNMA 332-KL VNMA 160408-KL 3/8 3/16 1/32 .150 .016 - .156 .004 - .014 ★ ★   

VNMA 333-KL VNMA 160412-KL 3/8 3/16 3/64 .150 .020 - .156 .005 - .016 ★ ★   

VNMA 432-KL VNMA 220408-KL 1/2 3/16 1/32 .203 .016 - .156 .004 - .014 ★ ★   

VNMA 442-KL VNMA 220608-KL 1/2 1/4 1/32 .203 .016 - .156 .006 - .016 ★ ★   

VNMA 443-KL VNMA 220612-KL 1/2 1/4 3/64 .203 .020 - .156 .006 - .016 ★ ★   

 

Ordering Example: 20 pcs VNMA 442-KL CP4120 

 

 

 

VNMG-PL 
 

 
 

 

Perfect for profiling and copy turning.  Not recommended 

for boring operations due to high negative rake of boring 

bar pocket. 

 
PL: General purpose chipbreaker with wide application 

range.  Solid choice for low-speed machining of alloy steels. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) STEEL 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

0
2

5
 

C
P

2
0

2
0

 

C
P

2
0

3
5

 

 

VNMG 322-PL VNMG 160308-PL 3/8 1/8 1/32 .150 .018 - .141 .005 - .016 ★ ★   

VNMG 332-PL VNMG 160408-PL 3/8 3/16 1/32 .150 .020 - .141 .006 - .016 ★ ★   

VNMG 432-PL VNMG 220408-PL 1/2 3/16 1/32 .203 .020 - .141 .006 - .016 ★ ★   

 
Ordering Example: 20 pcs VNMG 432-PL CP2020 
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RNG 

 

  

 

Strongest of all insert shapes.  Perfect for roughing 

applications with or without interrupted cutting conditions. 

 
Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

RNG 32 RNGN 090300 3/8 1/8 - - .016 - .078 .007 - .020 ★ ★ ★ ★ 

RNG 34 RNGN 090600 3/8 1/4 - - .040 - .266 .015 - .022 ★ ★ ★  

RNG 42 RNGN 120300 1/2 1/8 - - .016 - .078 .007 - .020 ★ ★ ★  

RNG 43 RNGN 120400 1/2 3/16 - - .016 - .078 .015 - .022 ★ ★ ★  

RNG 54 RNGN 150600 5/8 1/4 - - .040 - .266 .018 - .026 ★ ★ ★  

RNG 63 RNGN 190600 3/4 3/16 - - .016 - .078 .015 - .022 ★ ★ ★  

RNG 64 RNGN 190400 3/4 1/4 - - .040 - .266 .018 - .026 ★ ★ ★  

RNG 84 RNGN 250600 1 1/4 - - .040 - .266 .018 - .026 ★ ★ ★  

RNG 86 RNGN 250900 1 3/8 - - .070 - .475 .030 - .040 ★ ★ ★  

 

Ordering Example: 20 pcs RNG 84 CP2 
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SNG 

 

  

 

Excellent economy due to 8 cutting edges.  Strong insert 

shape.  Mainly for rough facing and chamfering. 

 
Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

SNG 321 SNGN 090304 3/8 1/8 1/64 - .015 - .174 .006 - .018 ★ ★ ★  

SNG 322 SNGN 090308 3/8 1/8 1/32 - .026 - .174 .007 - .020 ★ ★ ★  

SNG 323 SNGN 090312 3/8 1/8 3/64 - .026 - .174 .008 - .022 ★ ★ ★  

SNG 332 SNGN 090408 3/8 3/16 1/32 - .028 - .174 .007 - .020 ★ ★ ★  

SNG 333 SNGN 090412 3/8 3/16 3/64 - .028 - .174 .008 - .022 ★ ★ ★  

SNG 421 SNGN 120304 1/2 1/8 1/64 - .015 - .219 .006 - .018 ★ ★ ★  

SNG 422 SNGN 120308 1/2 1/8 1/32 - .026 - .219 .007 - .020 ★ ★ ★ ★ 

SNG 423 SNGN 120312 1/2 1/8 3/64 - .040 - .219 .008 - .022 ★ ★ ★  

SNG 424 SNGN 120316 1/2 1/8 1/16 - .055 - .219 .009 - .026 ★ ★ ★  

SNG 432 SNGN 120408 1/2 3/16 1/32 - .028 - .219 .007 - .020 ★ ★ ★ ★ 

SNG 433 SNGN 120412 1/2 3/16 3/64 - .040 - .219 .008 - .022 ★ ★ ★ ★ 

SNG 434 SNGN 120416 1/2 3/16 1/16 - .055 - .219 .009 - .026 ★ ★ ★ ★ 

SNG 543 SNGN 150612 5/8 1/4 3/64 - .040 - .266 .008 - .022 ★ ★ ★ ★ 

SNG 544 SNGN 150616 5/8 1/4 1/16 - .055 - .266 .009 - .026 ★ ★ ★ ★ 

SNG 632 SNGN 190408 3/4 3/16 1/32 - .028 - .328 .007 - .020 ★ ★ ★ ★ 

SNG 633 SNGN 190412 3/4 3/16 3/64 - .040 - .328 .008 - .022 ★ ★ ★ ★ 

SNG 634 SNGN 190416 3/4 3/16 1/16 - .055 - .328 .009 - .026 ★ ★ ★ ★ 

SNG 638 SNGN 190432 3/4 3/16 1/8 - .072 - .328 .012 - .036 ★ ★ ★ ★ 

SNG 843 SNGN 250612 1 1/4 3/64 - .100 - .475 .008 - .022 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs SNG 632 CP025 
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SNU 

 

  

 

Excellent economy due to 8 cutting edges.  Strong insert 

shape.  Mainly for rough facing and chamfering. 

 
Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

SNU 321 SNUN 090304 3/8 1/8 1/64 - .015 - .174 .006 - .018 ★ ★ ★  

SNU 322 SNUN 090308 3/8 1/8 1/32 - .026 - .174 .007 - .020 ★ ★ ★  

SNU 332 SNUN 090408 3/8 3/16 1/32 - .028 - .174 .007 - .020 ★ ★ ★  

SNU 422 SNUN 120308 1/2 1/8 1/32 - .026 - .219 .007 - .020 ★ ★ ★ ★ 

SNU 424 SNUN 120316 1/2 1/8 1/16 - .055 - .219 .009 - .026 ★ ★ ★  

SNU 432 SNUN 120408 1/2 3/16 1/32 - .028 - .219 .007 - .020 ★ ★ ★ ★ 

SNU 433 SNUN 120412 1/2 3/16 3/64 - .040 - .219 .008 - .022 ★ ★ ★ ★ 

SNU 434 SNUN 120416 1/2 3/16 1/16 - .055 - .219 .009 - .026 ★ ★ ★ ★ 

SNU 438 SNUN 120432 1/2 3/16 1/8 - .072 - .219 .012 - .036 ★ ★ ★  

SNU 533 SNUN 150412 5/8 3/16 3/64 - .040 - .266 .008 - .022 ★ ★ ★  

SNU 538 SNUN 150432 5/8 3/16 1/8 - .072 - .266 .012 - .036 ★ ★ ★  

SNU 543 SNUN 150612 5/8 1/4 3/64 - .040 - .266 .008 - .022 ★ ★ ★ ★ 

SNU 544 SNUN 150616 5/8 1/4 1/16 - .055 - .266 .009 - .026 ★ ★ ★ ★ 

SNU 548 SNUN 150632 5/8 1/4 1/8 - .072 - .266 .012 - .036 ★ ★ ★  

SNU 632 SNUN 190408 3/4 3/16 1/32 - .028 - .328 .007 - .020 ★ ★ ★ ★ 

SNU 633 SNUN 190412 3/4 3/16 3/64 - .040 - .328 .008 - .022 ★ ★ ★ ★ 

SNU 634 SNUN 190416 3/4 3/16 1/16 - .055 - .328 .009 - .026 ★ ★ ★ ★ 

SNU 638 SNUN 190432 3/4 3/16 1/8 - .072 - .328 .012 - .036 ★ ★ ★ ★ 

SNU 642 SNUN 190608 3/4 1/4 1/32 - .028 - .328 .007 - .020 ★ ★ ★ ★ 

SNU 644 SNUN 190616 3/4 1/4 1/16 - .055 - .328 .009 - .026 ★ ★ ★ ★ 

SNU 833 SNUN 250412 1 3/16 3/64 - .100 - .475 .008 - .022 ★ ★ ★  

SNU 834 SNUN 250416 1 3/16 1/16 - .112 - .475 .009 - .026 ★ ★ ★  

SNU 854 SNUN 250716 1 5/8 1/16 - .112 - .475 .009 - .026 ★ ★ ★  

SNU 856 SNUN 250724 1 5/8 3/32 - .128 - .475 .010 - .030 ★ ★ ★  

SNU 866 SNUN 250924 1 3/8 3/32 - .128 - .475 .010 - .030 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs SNU 866 CP2 
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TNG 

 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders. 
 

Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

TNG 221 TNGN 110304 1/4 1/8 1/64 - .012 - .105 .002 - .012 ★ ★ ★  

TNG 222 TNGN 110308 1/4 1/8 1/32 - .020 - .105 .004 - .016 ★ ★ ★  

TNG 223 TNGN 110312 1/4 1/8 3/64 - .031 - .105 .006 - .020 ★ ★ ★  

TNG 224 TNGN 110316 1/4 1/8 1/16 - .040 - .105 .008 - .026 ★ ★ ★  

TNG 321 TNGN 160304 3/8 1/8 1/64 - .012 - .203 .002 - .012 ★ ★ ★  

TNG 322 TNGN 160308 3/8 1/8 1/32 - .020 - .203 .004 - .016 ★ ★ ★ ★ 

TNG 323 TNGN 160312 3/8 1/8 3/64 - .031 - .203 .006 - .020 ★ ★ ★  

TNG 324 TNGN 160316 3/8 1/8 1/16 - .040 - .203 .008 - .026 ★ ★ ★  

TNG 331 TNGN 160404 3/8 3/16 1/64 - .012 - .203 .002 - .012 ★ ★ ★  

TNG 332 TNGN 160408 3/8 3/16 1/32 - .020 - .203 .004 - .016 ★ ★ ★ ★ 

TNG 333 TNGN 160412 3/8 3/16 3/64 - .031 - .203 .006 - .020 ★ ★ ★  

TNG 334 TNGN 160416 3/8 3/16 1/16 - .040 - .203 .008 - .026 ★ ★ ★  

TNG 431 TNGN 220404 1/2 3/16 1/64 - .012 - .219 .002 - .012 ★ ★ ★  

TNG 432 TNGN 220408 1/2 3/16 1/32 - .020 - .219 .004 - .016 ★ ★ ★ ★ 

TNG 433 TNGN 220412 1/2 3/16 3/64 - .031 - .219 .006 - .020 ★ ★ ★ ★ 

TNG 434 TNGN 220416 1/2 3/16 1/16 - .040 - .219 .008 - .026 ★ ★ ★  

TNG 438 TNGN 220432 1/2 3/16 1/8 - .050 - .219 .016 - .044 ★ ★ ★  

TNG 543 TNGN 270612 5/8 1/4 3/64 - .031 - .297 .006 - .020 ★ ★ ★ ★ 

TNG 544 TNGN 270616 5/8 1/4 1/16 - .040 - .297 .008 - .026 ★ ★ ★ ★ 

TNG 5412 TNGN 270648 5/8 1/4 3/16 - .080 - .297 .024 - .070 ★ ★ ★  

TNG 666 TNGN 330924 3/4 3/8 3/32 - .055 - .328 .012 - .036 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs TNG 433 CP2 
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TNU 

 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders. 
 

Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

TNU 222 TNUN 110308 1/4 1/8 1/32 - .020 - .105 .004 - .016 ★ ★ ★  

TNU 321 TNUN 160304 3/8 1/8 1/64 - .012 - .203 .002 - .012 ★ ★ ★  

TNU 322 TNUN 160308 3/8 1/8 1/32 - .020 - .203 .004 - .016 ★ ★ ★ ★ 

TNU 323 TNUN 160312 3/8 1/8 3/64 - .031 - .203 .006 - .020 ★ ★ ★  

TNU 332 TNUN 160408 3/8 3/16 1/32 - .020 - .203 .004 - .016 ★ ★ ★ ★ 

TNU 333 TNUN 160412 3/8 3/16 3/64 - .031 - .203 .006 - .020 ★ ★ ★  

TNU 432 TNUN 220408 1/2 3/16 1/32 - .020 - .219 .004 - .016 ★ ★ ★ ★ 

TNU 433 TNUN 220412 1/2 3/16 3/64 - .031 - .219 .006 - .020 ★ ★ ★ ★ 

TNU 434 TNUN 220416 1/2 3/16 1/16 - .040 - .219 .008 - .026 ★ ★ ★  

TNU 544 TNUN 270616 5/8 1/4 1/16 - .040 - .297 .008 - .026 ★ ★ ★ ★ 

TNU 666 TNUN 330924 3/4 3/8 3/32 - .055 - .328 .012 - .036 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs TNU 322 CP025 
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CPG 

 

 
 

 

Most popular shape / style of insert.  All-purpose turning, 

facing, and boring. 

 

Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

CPG 321 CPGN 090304 3/8 1/8 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

CPG 322 CPGN 090308 3/8 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

CPG 421 CPGN 120304 1/2 1/8 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

CPG 422 CPGN 120308 1/2 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

CPG 532 CPGN 160408 5/8 3/16 1/32 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

CPG 533 CPGN 160412 5/8 3/16 3/64 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

CPG 632 CPGN 190408 3/4 3/16 1/32 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

CPG 633 CPGN 190412 3/4 3/16 3/64 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs CPG 422 CP025 

 

 
 

RPG 

 

  

 

Strongest of all insert shapes.  Perfect for roughing 

applications with or without interrupted cutting conditions. 

 
Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

RPG 42 RPGN 120300 1/2 1/8 - - .003 - .078 .002 - .012 ★ ★ ★ ★ 

RPG 63 RPGN 190400 3/4 3/16 - - .008 - .078 .002 - .012 ★ ★ ★ ★ 

RPG 84 RPGN 250600 1 1/4 - - .010 - .078 .002 - .012 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs RPG 63 CP2 
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SPG 

 

  

 

Excellent economy due to 8 cutting edges.  Strong insert 

shape.  Mainly for rough facing and chamfering. 

 
Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2

5
 

SPG 321 SPGN 090304 3/8 1/8 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 322 SPGN 090308 3/8 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 323 SPGN 090312 3/8 1/8 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 421 SPGN 120304 1/2 1/8 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 422 SPGN 120308 1/2 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 423 SPGN 120312 1/2 1/8 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 424 SPGN 120316 1/2 1/8 1/16 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 432 SPGN 120408 1/2 3/16 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 433 SPGN 120412 1/2 3/16 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 434 SPGN 120416 1/2 3/16 1/16 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPG 532 SPGN 160408 5/8 3/16 1/32 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

SPG 534 SPGN 160416 5/8 3/16 1/16 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

SPG 632 SPGN 190408 3/4 3/16 1/32 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

SPG 633 SPGN 190412 3/4 3/16 3/64 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

SPG 634 SPGN 190416 3/4 3/16 1/16 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

SPG 638 SPGN 190432 3/4 3/16 1/8 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

SPG 643 SPGN 190612 3/4 1/4 3/64 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

SPG 838 SPGN 250432 1 3/16 1/8 - .035 - .250 .002 - .012 ★ ★ ★ ★ 

SPG 843 SPGN 250612 1 1/4 3/64 - .035 - .250 .002 - .012 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs SPG 432 CP2 
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SPU 

 

  

 

Excellent economy due to 8 cutting edges.  Strong insert 

shape.  Mainly for rough facing and chamfering. 

 
Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
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P

0
2
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SPU 322 SPUN 090308 3/8 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPU 422 SPUN 120308 1/2 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPU 432 SPUN 120408 1/2 3/16 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPU 433 SPUN 120412 1/2 3/16 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

SPU 532 SPUN 160408 5/8 3/16 1/32 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

SPU 533 SPUN 160412 5/8 3/16 3/64 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

SPU 548 SPUN 160632 5/8 1/4 1/8 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

SPU 633 SPUN 190412 3/4 3/16 3/64 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

SPU 634 SPUN 190416 3/4 3/16 1/16 - .015 - .125 .002 - .012 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs SPU 633 CP2 

 
 

TPMR 

 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders. 
 
 

Strong cutting edge with chipbreaker. CP025 is honed for 

steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 

feed per 

rev, fn 

C
P

2
 

C
P

2
 

C
P

2
 

C
P

0
2
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TPMR 321 TPMR 160304 3/8 1/8 1/64 - .030 - .070 .004 - .009    ★ 

TPMR 322 TPMR 160308 3/8 1/8 1/32 - .030 - .090 .004 - .009    ★ 

TPMR 332 TPMR 160408 3/8 3/16 1/32 - .030 - .090 .004 - .009    ★ 

TPMR 432 TPMR 220408 1/2 3/16 1/32 - .050 - .118 .004 - .009    ★ 

 

Ordering Example: 20 pcs TPMR 332 CP025 
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TPG 

 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders. 
 

Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
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P

2
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P

2
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0
2
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TPG 221 TPGN 110304 1/4 1/8 1/64 - .003 - .050 .002 - .012 ★ ★ ★ ★ 

TPG 222 TPGN 110308 1/4 1/8 1/32 - .003 - .050 .002 - .012 ★ ★ ★ ★ 

TPG 320 TPGN 160302 3/8 1/8 .008 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 321 TPGN 160304 3/8 1/8 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 322 TPGN 160308 3/8 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 323 TPGN 160312 3/8 1/8 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 324 TPGN 160316 3/8 1/8 1/16 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 430 TPGN 220402 1/2 3/16 .008 - .003 - .078 .002 - .012 ★ ★ ★  

TPG 431 TPGN 220404 1/2 3/16 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 432 TPGN 220408 1/2 3/16 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 433 TPGN 220412 1/2 3/16 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 434 TPGN 220416 1/2 3/16 1/16 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPG 438 TPGN 220432 1/2 3/16 1/8 - .003 - .078 .002 - .012    ★ 

TPG 542 TPGN 270608 5/8 1/4 1/32 - .015 - .090 .002 - .012    ★ 

TPG 543 TPGN 270612 5/8 1/4 3/64 - .015 - .090 .002 - .012    ★ 

TPG 544 TPGN 270616 5/8 1/4 1/16 - .015 - .090 .002 - .012    ★ 

TPG 642 TPGN 190408 3/4 1/4 1/32 - .015 - .125 .002 - .012    ★ 

 

Ordering Example: 20 pcs TPG 432 CP025 
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TPU 

 

  

 

Economical insert, 6 cutting edges. General purpose 

turning, facing and boring. Extra long cutting edge useful 

when turning to shoulders. 
 

Strong cutting edge, especially for cast iron.  CP2 grade is 

unhoned for cast iron and non-ferrous machining, and 

CP025 is honed for steel cutting applications. 

CATALOG 

NUMBER 
ISO 

DESIGNATION 

DIMENSIONS (INCH) CUTTING DATA (INCH) K N S P 

I.C. T r ød 
depth of 

cut, ap 
feed per 

rev, fn 

C
P

2
 

C
P

2
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P
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TPU 221 TPUN 110304 1/4 1/8 1/64 - .003 - .050 .002 - .012 ★ ★ ★  

TPU 222 TPUN 110308 1/4 1/8 1/32 - .003 - .050 .002 - .012 ★ ★ ★  

TPU 321 TPUN 160304 3/8 1/8 1/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPU 322 TPUN 160308 3/8 1/8 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPU 323 TPUN 160312 3/8 1/8 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPU 432 TPUN 220408 1/2 3/16 1/32 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPU 433 TPUN 220412 1/2 3/16 3/64 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPU 434 TPUN 220416 1/2 3/16 1/16 - .003 - .078 .002 - .012 ★ ★ ★ ★ 

TPU 542 TPUN 270608 5/8 1/4 1/32 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

TPU 543 TPUN 270612 5/8 1/4 3/64 - .015 - .090 .002 - .012 ★ ★ ★ ★ 

 

Ordering Example: 20 pcs TPU 322 CP2 

 



 

 

 

 

 

 

 

What we offer 

•  Competitively priced, high-quality American-made carbide products 

•  Stocking programs for high-volume items and specials 

• Friendly 24/7 service from a knowledgeable team  

• Carbide recycling via our sister company, Tungsten Carbide Recycling, LLC 

• Commitment to improving the lives of our active military, veterans, and first 

responders through local and national charities 

 

 

 

 

Our mission 

We have a lifelong respect for the sacrifices our nation’s military and first responders make 

to keep our country safe and free.  It is the mission of AmeriServ Supply to support these 

heroes by donating a portion of our profits to charities benefiting these elite groups.  Every 

dollar we earn means we’re helping the lives of these incredible people.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 

 
AmeriServ Supply, LLC 

12900 Preston Road, Suite 620 
Dallas, TX 75230 

www.ameriservsupply.com 
281-734-1746        281-734-1839 


