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RReeccyycclliinngg  HHaass  NNeevveerr  
BBeeeenn  EEaassiieerr 
 

Our sustainability initiative  
allows our customers to become part of the 
effort by recycling scrap tungsten carbide 
materials.  Our sister company, Tungsten 
Carbide Recycling, arranges freight, sorts and 
weighs your material, and provides detailed 
settlement reports along with prompt 
payment.   
 
It couldn’t be easier to do your  
part to preserve and protect  
our environment.  Visit 
tungstencarbiderecycling.com  
for more information. 
 

 
________________________________________________________________________________ 

 

 

  
AAtt  YYoouurr  SSeerrvviiccee 
 

More than just another 
carbide distributor.   
AmeriServ Supply sources its materials  
from a host of domestic and global 
manufacturers, ensuring the most 
economical, highest quality products 
available.  We are committed to providing 
exceptional customer care.  Our friendly 
and experienced team is available 24/7  
for service and technical support.  Whether 
it’s product selection, process optimization, 
or troubleshooting, our decades of 
manufacturing expertise and industry 
knowledge are at your service. 
 

 

  OOuurr  SSttoorryy 
 

 For nearly 30 years, the professionals at  
 AmeriServ Supply have been providing quality products  
 and memorable customer experiences.  And now, they  
 proudly offer the CarbidePro™ brand of blanks for carbide burs. 
 
 Available exclusively through AmeriServ Supply, the broad offering includes ANSI standard  
 (inch-style) bur blanks to DIN standard (metric) bur blanks, in a full complement of shapes and  
 sizes.  All bur blanks are made from a standard C-1 grade designed specifically for deburring  
 applications, as shown below. 

Grade Operation 

Industry 
Class & 

ISO 
Class 

Material Description 

CCPP11000077  Rotary files, 
burs 

C1 
 

K30 

Cast Iron, Steels, 
High-Temp 

Alloys, and Non-
Ferrous Materials 

CP1007 is an uncoated, unalloyed grade with 6% cobalt for 
general metal removal applications, such as rotary files or 
burs, across a wide range of workpiece materials.  High 
fracture toughness with medium abrasion resistance and a 
hardness of 90.5 HRa. 
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ANSI-standard 
(B212.16-2000) 
blanks for carbide burs 

Part Number 

Dimensions (inches) 
A B 

Nominal Actual Nominal Actual 

BBSSAA  
Cylindrical 
 

 

BSA-53 3/16 0.205 ± 0.005 1/2 0.500 ± 0.010 

BSA-53x3/4 3/16 0.205 ± 0.005 3/4 0.750 ± 0.010 

BSB-51 1/4 0.265 ± 0.005 3/16 0.193 ± 0.010 

BSB-51x1/4 1/4 0.265 ± 0.005 1/4 0.250 ± 0.010 

BSA-51 1/4 0.265 ± 0.005 1/2 0.500 ± 0.010 

BSA-51x5/8 1/4 0.265 ± 0.005 5/8 0.625 ± 0.010 

BSA-51x3/4 1/4 0.265 ± 0.005 3/4 0.750 ± 0.010 

BSA-2x1/2 5/16 0.327 ± 0.005 1/2 0.500 ± 0.010 

BSA-2 5/16 0.327 ± 0.005 3/4 0.750 ± 0.010 

BSA-2x1 5/16 0.327 ± 0.005 1 1.000 ± 0.010 

BSA-3 3/8 0.390 ± 0.005 3/4 0.750 ± 0.010 

BSA-3x1 3/8 0.390 ± 0.005 1 1.000 ± 0.010 

BSA-3x1-1/2 3/8 0.390 ± 0.005 1-1/2 1.500 ± 0.010 

BSA-4 7/16 0.453 ± 0.005 1 1.000 ± 0.010 

BSA-5x1/2 1/2 0.515 ± 0.005 1/2 0.500 ± 0.010 

BSA-5 1/2 0.515 ± 0.005 1 1.000 ± 0.010 

BSA-6 5/8 0.640 ± 0.005 1 1.000 ± 0.010 

BSA-71 3/4 0.767 ± 0.006 1/2 0.500 ± 0.010 

BSA-72 3/4 0.767 ± 0.006 3/4 0.750 ± 0.010 

BSA-7 3/4 0.767 ± 0.006 1 1.000 ± 0.010 

BSA-8 7/8 0.892 ± 0.006 1 1.000 ± 0.010 

BSA-9 1 1.019 ± 0.007 1 1.000 ± 0.010 

 

BBSSCC  
Cylindrical, ball nose 
 

 

Part Number 

Dimensions (inches) 
A B 

R 
Nominal Actual Nominal Actual 

BSC-53x9/32 3/16 0.205 ± 0.005 9/32 0.281 ± 0.010 0.103 

BSC-53x3/8 3/16 0.205 ± 0.005 3/8 0.375 ± 0.010 0.103 

BSC-51 1/4 0.265 ± 0.005 1/2 0.500 ± 0.010 0.133 

BSC-51x1 1/4 0.265 ± 0.005 1 1.000 ± 0.010 0.133 

BSC-2 5/16 0.327 ± 0.005 3/4 0.750 ± 0.010 0.164 

BSC-2x1 5/16 0.327 ± 0.005 1 1.000 ± 0.010 0.164 

BSC-3 3/8 0.390 ± 0.005 3/4 0.750 ± 0.010 0.195 

BSC-3x1 3/8 0.390 ± 0.005 1 1.000 ± 0.010 0.195 

BSC-3x1-1/2 3/8 0.390 ± 0.005 1-1/2 1.500 ± 0.010 0.195 

BSC-4 7/16 0.453 ± 0.005 1 1.000 ± 0.010 0.227 

BSC-5 1/2 0.515 ± 0.005 1 1.000 ± 0.010 0.258 

BSC-6 5/8 0.640 ± 0.005 1 1.000 ± 0.010 0.320 

BSC-7x3/4 3/4 0.767 ± 0.006 3/4 0.750 ± 0.010 0.384 

BSC-7 3/4 0.767 ± 0.006 1 1.000 ± 0.010 0.384 

BSC-7x1-1/2 3/4 0.767 ± 0.006 1-1/2 1.500 ± 0.010 0.384 

BSC-8 7/8 0.892 ± 0.006 1 1.000 ± 0.010 0.446 

BSC-9 1 1.019 ± 0.007 1 1.000 ± 0.010 0.510 
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ANSI-standard 
(B212.16-2000) 
blanks for carbide burs 

Part Number 

Dimensions (inches) 
A 

B C 
Nominal Actual 

BBSSDD  
Ball 
 

 

BSD-10 3/16 0.202 ± 0.005 0.168 0.152 ± 0.005 

BSD-1 1/4 0.265 ± 0.005 0.220 0.188 ± 0.005 

BSD-2 5/16 0.327 ± 0.005 0.276 0.226 ± 0.005 

BSD-3 3/8 0.390 ± 0.005 0.332 0.265 ± 0.005 

BSD-4 7/16 0.453 ± 0.005 0.392 0.297 ± 0.005 

BSD-5 1/2 0.515 ± 0.005 0.450 0.329 ± 0.005 

BSD-6 5/8 0.640 ± 0.005 0.568 0.390 ± 0.005 

BSD-7 3/4 0.767 ± 0.006 0.686 0.456 ± 0.005 

BSD-9 1 1.019 ± 0.007 0.924 0.578 ± 0.005 

 

BBSSEE  
Flame 
 

 

Part 
Number 

Dimensions (inches) 
A B 

C R1 R2 
Nominal Actual Nominal Actual 

BSE-1 
1/4 

0.265 ± 
0.005 3/8 

0.375 ± 
0.010 0.216 

0.427 ± 
0.006 

0.099 ± 
0.005 

BSE-3 
3/8 0.390 ± 

0.005 
5/8 0.625 ± 

0.010 
0.311 0.880 ± 

0.008 
0.161 ± 
0.005 

BSE-5 
1/2 0.515 ± 

0.005 
7/8 0.875 ± 

0.010 
0.406 1.255 ± 

0.012 
0.208 ± 
0.006 

BSE-6 5/8 
0.640 ± 
0.005 1 

1.000 ± 
0.010 0.507 

1.255 ± 
0.012 

0.255 ± 
0.006 

 

BBSSFF  
Tree, radius nose 
 

 

Part Number 

Dimensions (inches) 
A B 

R1 R2 
Nominal Actual Nominal Actual 

BSF-51 
1/4 

0.265 ± 
0.005 1/2 

0.500 ± 
0.010 

1.630 ± 
0.018 

0.068 ± 
0.005 

BSF-3 
3/8 

0.390 ± 
0.005 3/4 

0.750 ± 
0.010 

2.300 ± 
0.020 

0.098 ± 
0.005 

BSF-4 
7/16 0.453 ± 

0.005 
1 1.000 ± 

0.010 
3.255 ± 
0.020 

0.098 ± 
0.005 

BSF-13 
1/2 0.515 ± 

0.005 
3/4 0.750 ± 

0.010 
1.760 ± 
0.020 

0.130 ± 
0.005 

BSF-5 
1/2 0.515 ± 

0.005 
1 1.000 ± 

0.010 
3.255 ± 
0.020 

0.130 ± 
0.005 

BSF-6 5/8 
0.640 ± 
0.005 1 

1.000 ± 
0.010 

3.055 ± 
0.020 

0.194 ± 
0.006 

BSF-6x1-1/4 5/8 
0.640 ± 
0.005 1-1/4 

1.250 ± 
0.010 

4.755 ± 
0.020 

0.194 ± 
0.006 

BSF-7 3/4 
0.767 ± 
0.006 1 

1.000 ± 
0.010 

2.130 ± 
0.020 

0.194 ± 
0.006 

BSF-14 3/4 
0.767 ± 
0.006 1-1/4 

1.250 ± 
0.010 

3.319 ± 
0.020 

0.194 ± 
0.006 

BSF-15 3/4 
0.767 ± 
0.006 1-1/2 

1.500 ± 
0.010 

5.069 ± 
0.020 

0.194 ± 
0.006 
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ANSI-standard 
(B212.16-2000) 
blanks for carbide burs 

Part Number 

Dimensions (inches) 
A B 

C R 
Nominal Actual Nominal Actual 

BBSSGG  
Tree, pointed nose 
 

 

BSG-51 
1/4 0.265 ± 

0.005 
1/2 0.500 ± 

0.010 
0.042 ± 
0.005 

1.005 ± 
0.008 

BSG-2 
5/16 0.327 ± 

0.005 
3/4 0.750 ± 

0.010 
0.055 ± 
0.005 

2.005 ± 
0.018 

BSG-2x1 
5/16 0.327 ± 

0.005 
1 1.000 ± 

0.010 
0.022 ± 
0.005 

0.781 ± 
0.018 

BSG-3 
3/8 

0.390 ± 
0.005 3/4 

0.750 ± 
0.010 

0.056 ± 
0.005 

1.505 ± 
0.012 

BSG-3x1 
3/8 

0.390 ± 
0.005 1 

1.000 ± 
0.010 

0.056 ± 
0.005 

1.505 ± 
0.012 

BSG-13 1/2 0.515 ± 
0.005 

3/4 0.750 ± 
0.010 

0.073 ± 
0.005 

1.318 ± 
0.012 

BSG-5 1/2 0.515 ± 
0.005 

1 1.000 ± 
0.010 

0.073 ± 
0.005 

2.255 ± 
0.020 

BSG-6 5/8 0.640 ± 
0.005 

1 1.000 ± 
0.010 

0.073 ± 
0.005 

1.880 ± 
0.016 

BSG-7 3/4 0.767 ± 
0.006 

1 1.000 ± 
0.010 

0.075 ± 
0.005 

1.631 ± 
0.014 

BSG-15 3/4 0.767 ± 
0.006 

1-1/2 1.500 ± 
0.010 

0.088 ± 
0.005 

3.505 ± 
0.020 

 

BBSSHH  
Flame 
 

 

Part 
Number 

Dimensions (inches) 
A B 

C D R1 R2 R3 
Nominal Actual Nominal Actual 

BSH-2 
5/16 0.327 ± 

0.005 
3/4 0.750± 

0.010 
0.257 0.489± 

0.015 
1.068 ± 
0.010 

0.068 ± 
0.005 

- 

BSH-5 
1/2 

0.515 ± 
0.005 1-1/4 

1.250± 
0.015 0.431 

0.854± 
0.015 

2.005± 
0.018 

0.099 ± 
0.005 - 

BSH-6 5/8 0.640 ± 
0.005 

1-7/16 1.438 ± 
0.015 

0.495 0.880 ± 
0.015 

2.255 ± 
0.020 

0.099 ± 
0.005 

0.755 ± 
0.008 

 

BBSSJJ  
60° cone 
 

 

Part Number 

Dimensions (inches) 
A B 

C 
Nominal Actual Nominal Actual 

BSJ-3 3/8 0.390 ± 0.005 7/16 0.438 ± 0.010 0.032 ± 0.005 

BSJ-5 1/2 0.515 ± 0.005 35/64 0.547 ± 0.010 0.032 ± 0.005 

BSJ-6 5/8 0.640 ± 0.005 11/16 0.688 ± 0.010 0.063 ± 0.005 

BSJ-7 3/4 0.767 ± 0.006 51/64 0.797 ± 0.010 0.063 ± 0.005 

 

 

BBSSKK  
90° cone 
 

 

Part Number 

Dimensions (inches) 
A B 

C 
Nominal Actual Nominal Actual 

BSK-3 3/8 0.390 ± 0.005 5/16 0.313 ± 0.010 0.032 ± 0.005 

BSK-5 1/2 0.515 ± 0.005 3/8 0.375 ± 0.010 0.032 ± 0.005 

BSK-6 5/8 0.640 ± 0.005 31/64 0.484 ± 0.010 0.063 ± 0.005 

BSK-7 3/4 0.767 ± 0.006 35/64 0.547 ± 0.010 0.063 ± 0.005 

BSK-9 1 1.019 ± 0.007 41/64 0.641 ± 0.010 0.125 ± 0.005 
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ANSI-standard 
(B212.16-2000) 
blanks for carbide burs 

Part 
Number 

Dimensions (inches) 
A B R 

E Ref. 
Nominal Actual Nominal Actual Nominal Actual 

BBSSLL  
14° cone, ball nose 
 

 

BSL-53 
3/16 

0.205 ± 
0.005 1/2 

0.500 ± 
0.010 0.053 

0.058 ± 
0.0025 7/16 

BSL-2 
5/16 0.327 ± 

0.005 
1 1.015 ± 

0.010 
0.055 0.060 ± 

0.0025 
7/8 

BSL-3 
3/8 0.390 ± 

0.005 
1-3/16 1.208 ± 

0.015 
0.065 0.070 ± 

0.0025 
1-1/16 

BSL-4 
1/2 

0.515 ± 
0.005 1-1/4 

1.271 ± 
0.015 0.126 

0.131 ± 
0.0025 1-1/8 

BSL-5 
5/8 

0.640 ± 
0.005 1-5/16 

1.333 ± 
0.015 0.188 

0.193 ± 
0.0025 1-3/16 

BSL-6 
5/8 

0.640 ± 
0.005 1-7/16 

1.458 ± 
0.015 0.171 

0.176 ± 
0.0025 1-5/16 

BSL-7 3/4 0.767 ± 
0.006 

1-5/8 1.646 ± 
0.020 

0.216 0.222 ± 
0.003 

1-1/2 

 

BBSSMM  
Cone 
 

 

Part 
Number 

Dimensions (inches) 
A B 

C 
D 

Degrees E Ref. 
Nominal Actual Nominal Actual 

BSM-1 
1/4 0.265 ± 

0.005 
5/8 0.635 ± 

0.010 
0.216 22 0.514 

BSM-4 
3/8 

0.390 ± 
0.005 3/4 

0.760 ± 
0.010 0.311 28 0.636 

BSM-5 
1/2 

0.515 ± 
0.005 1 

1.010 ± 
0.010 0.406 28 0.886 

BSM-6 5/8 0.640 ± 
0.005 

1-1/8 1.141 ± 
0.015 

0.507 31 1.010 

 

BBSSNN  
Inverted cone 
 

 
 
 

Part Number 

Dimensions (inches) 
A B 

C 
D 

Degrees Nominal Actual Nominal Actual 

BSN-1 
1/4 0.265 ± 0.005 1/4 0.250 ± 0.010 0.221 10 

BSN-2 
3/8 0.390 ± 0.005 3/8 0.375 ± 0.010 0.305 13 

BSN-3 
1/2 0.515 ± 0.005 1/2 0.500 ± 0.010 0.374 16 

BSN-4 
1/2 0.515 ± 0.005 1/2 0.500 ± 0.010 0.266 28 

BSN-6 5/8 0.640 ± 0.005 3/4 0.750 ± 0.010 0.403 18 

BSN-7 
3/4 0.767 ± 0.006 5/8 0.625 ± 0.010 0.432 30 

 

BBSSNN--HH  
Inverted cone with hole 
 

 
 

Part 
Number 

Dimensions (inches) 
A B 

C 
D 

Degrees E 
Nominal Actual Nominal Actual 

BSN-6H 5/8 0.640 ± 0.005 3/4 0.750 ± 0.010 0.403 18 1/4 

BSN-7H 
3/4 0.767 ± 0.006 5/8 0.625 ± 0.010 0.432 30 1/4 
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ANSI-standard 
(B212.16-2000) 
blanks for carbide burs 

Part Number 

Dimensions (inches) 
D T 

Nominal Actual Nominal Actual 

DDSSPP  
Wheel-type disc 
 

 

DSP-84 1/4 0.265 ± 0.005 1/8 0.125 +0.015/-0.000 

DSP-124 3/8 0.390 ± 0.005 1/8 0.125 +0.015/-0.000 

DSP-164 1/2 0.515 ± 0.005 1/8 0.125 +0.015/-0.000 

DSP-184 9/16 0.578 ± 0.005 1/8 0.125 +0.015/-0.000 

DSP-204 5/8 0.640 ± 0.005 1/8 0.125 +0.015/-0.000 

DSP-326 1 1.019 ± 0.007 3/16 0.188 +0.015/-0.000 

DSP-328 1 1.019 ± 0.007 1/4 0.250 +0.015/-0.000 

DSP-408 1-1/4 1.269 ± 0.007 1/4 0.250 +0.015/-0.000 

DSP-4012 1-1/4 1.269 ± 0.007 3/8 0.375 +0.015/-0.000 

DSP-4016 1-1/4 1.269 ± 0.007 1/2 0.500 +0.015/-0.000 

DSP-4808 1-1/2 1.519 ± 0.007 1/4 0.250 +0.015/-0.000 
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DIN-standard 
(DIN 8033) 
blanks for carbide burs 

Part Number 

Dimensions (mm) 
A B 

Nominal Actual Nominal Actual 

BBSSAA  
Cylindrical 
 

 

BSAM-10 10,0 10,1 +0,3/-0,0 20,0 20,1 +0,4/-0,0 

BSAM-12 12,0 12,1 +0,3/-0,0 25,0 25,1 +0,4/-0,0 

 

 

BBSSCC  
Cylindrical, ball nose 
 

 

Part Number 

Dimensions (mm) 
A B 

R 
Nominal Actual Nominal Actual 

BSCM-10 10,0 10,1 +0,3/-0,0 20,0 20,1 +0,4/-0,0 5,0 

BSCM-12 12,0 12,1 +0,3/-0,0 25,0 25,1 +0,4/-0,0 6,0 

 

 

BBSSDD  
Ball 
 

 

Part Number 

Dimensions (mm) 
A 

B C 
Nominal Actual 

BSDM-10 10,0 10,2 +0,3/-0,0 9,0 - 

BSDM-12 12,0 12,2 +0,3/-0,0 11,0 - 

 

 

BBSSFF  
Tree, radius nose 
 

 

Part Number 

Dimensions (mm) 
A   B 

R1 R2 
Nominal Actual Nominal Actual 

BSFM-12 12,0 
12,2 

+0,3/-0,0 
25,0 

25,1 
+0,4/-0,0 

68.50  
+3,00/-0,00 

2.80  
+0,25/-0,00 

 

 

BBSSGG  
Tree, pointed nose 
 

 

Part Number 

Dimensions (mm) 
A   B 

C R 
Nominal Actual Nominal Actual 

BSGM-10 
10,0 10,2 

+0,3/-0,0 
20,0 20,0 

+0,4/-0,0 
1,10  

+0,2/-0,0 
48,20 

+1,35/-0,00 

BSGM-12 12,0 
12,2 

+0,3/-0,0 25,0 
25,0 

+0,4/-0,0 
1,40  

+0,2/-0,0 
60,55 

+1,80/-0,00 

 

 
 
 
 
 


